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THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING
PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE
CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
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PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.
INSTALL 12 IN. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALKS.
USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.
USE EXISTING CABINET AND CONTROLLER.

INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. (FOR DETECTOR WIRE SLEEVE).

DISCONNECT AND REMOVE LOOP DETECTOR CABLES FROM CONDUITS

2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF HANDHOLES, SIGNAL STRUCTURES AND CONTROLLER.
THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION. INSTALL GROUND MOUNTED SIGN ON ONE(1) 4 IN. X ©6 IN. WOOD POST SUPPORT.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES TO
THE APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
4. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
5. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS CAUSED BY THE STATE OF MARYLAND
INSTALLATION OF SIGNAL EQUIPMENT.
6. FOR FINAL PAVEMENT MARKINGS AND PROPOSED SIGNAGE. OTHER THAN THOSE DETAILED ON THE PLAN, REFER TO e e nenior AT ON
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